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RATEDPART NUMBER AIRFLOW
(m³/min)    (CFM)

POWER     PRESSURE
(mmAq)(In H²O) (Q’TY/CTN)

WEIGHT
(dBA)

NOISE            
(RPM)

SPEED
CURRENT

ACTUAL
CURRENT

LABEL
  (VDC) (WATTS)

FUNCTIONS

Remark:
1. Part no. suffix: “xy”=Function detail or “x”=Function number. and “y”=customer ID
2. P series - Multifunction Extra High Performance series:
    Uses a single coil differential type drive with higher efficiency and performance, for higher power demanding applications offering
    the complete line of functions.
3. K series - Multifunction Extra High Performance series:
    Uses a single coil differential type drive with the highest efficiency and maximum airflow performance with the complete line of
    functions and with Airflow and Pressure higher than the P series.

120x120x38mm   (4.72x4.72x1.50in)  - 7 blade

1238B-7

Dim: 524x328x295mm
N.W.: 16.1 kgs
G.W.: 14.0 kgs
Q’TY:   40 pcs

PELKO Motors

Bearing System— 
Life Expectancy— 
Frame--------------- Thermoplastic PBT+30% GF, UL94-V0
Impeller------------- Thermoplastic PBT+15% GF, UL94-V0
Lead Wire---------- UL 1007, AWG 24, 240±10mm, Red(+), Black(-)
Protection---------- Locked rotor protection
IP Grade  ----------  

2 Ball Bearing, 
Ball 100000hrs @ 4200RPM @ 30°C

IP51, IP54, IP56, IP67, IP68

RoHS

Air Volume (CFM)

S
ta

ti
c
 P

r
e

s
s

u
r
e
 (

m
m

A
q

) 

  http://www.pelkomotors.com;  e-mail: dgsales@pelkomotors.com P.2

IATF16949:2016
ISO 9001:2015

ISO 14001:2015

Relative 
Airflow 

Efficiency

Load Line

52006000

52005400
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52003500

52003100

52002700


